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SPECIFICATION 
 

MODULE NO.: WF43HTZAEDNNB# 

                             

General Specifications 
Item Dimension Unit 

Size 4.3 inch 

Dot Matrix 480 x RGBx272(TFT) dots 

Module dimension 105.5 x 67.2 x 2.95 mm 

Active area 95.04 x 53.86 mm 

Dot pitch 0.066 x 0.198 mm 

LCD type TFT, Normally White, Transmissive 

View Direction  12 o’clock 

Gray Scale Inversion Direction 6 o’clock 

Aspect Ratio 16:9 

Backlight Type LED,Normally White 

*Color tone slight changed by temperature and driving voltage. 
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Absolute Maximum Ratings  
Item Symbol Min Typ Max Unit 

Operating Temperature TOP -20 － +70 ℃ 

Storage Temperature TST -30 － +80 ℃ 

 

Electrical Characteristics 
 

Item Symbol Condition Min Typ Max Unit 

Power Supply For Voltage VDD － 3.0 3.3 3.6 V 

Power Supply For Current IDD － － 22 33 mA 
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Interface 
9.1. LCM PIN Definition 
Pin Symbol Function 
1 VLED- Power for LED backlight cathode 
2 VLED+ Power for LED backlight anode 
3 GND Power ground 
4 VDD Power voltage 
5 R0 Red data (LSB) 
6 R1 Red data 
7 R2 Red data 
8 R3 Red data 
9 R4 Red data 
10 R5 Red data 
11 R6 Red data 
12 R7 Red data (MSB) 
13 G0 Green data (LSB) 
14 G1 Green data 
15 G2 Green data 
16 G3 Green data 
17 G4 Green data 
18 G5 Green data 
19 G6 Green data 
20 G7 Green data (MSB) 
21 B0 Blue data (LSB) 
22 B1 Blue data 
23 B2 Blue data 
24 B3 Blue data 
25 B4 Blue data 
26 B5 Blue data 
27 B6 Blue data 
28 B7 Blue data (MSB) 
29 GND Power ground 
30 CLK Pixel clock 
31 DISP Display on/off 
32 HSYNC Horizontal sync signal; negative polarity 
33 VSYNC Vertical sync signal; negative polarity 
34 DE Data Enable 
35 NC No connection 
36 GND Power ground 
37 NC No connection 
38 NC No connection 
39 NC No connection 
40 NC No connection 
 



 

 WF43HTZAEDNNB# 第 4頁，共 4頁 
 

Contour Drawing 

AK AK

1

COMPONENT

40

2.95±0.2

98.9±0.2(BezelV.A)

105.5±0.3(OUTLINE)

95.04(LCD A.A)

67
.2
±

0.
5(

OU
TL

IN
E)

97.6 (LCD POL)

53
.8

56
(L

CD
 A

.A
)

57
.7

±
0.

2(
Be

ze
l 

V.
A)

56
.4

(L
CD

 P
OL

)

3.3

5.23

3.954.
23

2.
3

140

44
.0

5±
0.

8

25
.2
±

1.
0

(15.65)(24.8)

23.95±0.8

0.3±0.05

49.7

A:

The non-specified tolerance of dimension is ∮0.3mm.

A:

20.5±0.1
P 0.5*39=19.5

0.35±0.050.15±0.05

SCALE 1:3
DETAIL A

0.5±0.1 3.
5±

0.
3

36
.0

42

7

15

17

16

11

13

14

12

9

10

8

PIN NO.

3

5

6

4

SYMBOL

1

2

GND

VLED+

R0

R2

R1

VDD

R4

R6

R5

G3

G1

G0

R7

G4

G5

G2

R3

18

G619
G720

VLED-

35

39

40

37

38

36

31

33

34

32

29

30

DISP

CLK

VSYNC

NC

DE

HSYNC

NC

GND

GND

22

21 B0

B1

B223
B324

B425

B627
B728

B526

1.65MAX
COMPONENT HEIGHT

Kapton

pull tape

R G B0.
19

8

0.066

SCALE 1:100

0.198

(1
5)

1.
5

Stiffener SideContact Side

NC

NC

NC

 


