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WG19232C Graphic 192x32 dots

116.0+0.3
13.4 91.2 3.9MAX
“ 16.5 85.0(VA) 9.3
bt - .
a9 e 18.7 80.6(AA) =
N ’ |=
A | E /
16/ 4 il ! [ m 1
e -~ _ o T ’
e < < o0 | @ A
Al Y > S _@@__________ L ET =
d =zl 8| Tee 192432 DOTS— gl 3
Sl 2 4y |ss ! K 7%
2 i I »/
i @ \ 1.6
50.0 | 4-0 3.5 PTH -0 1.0 PTH ED BIL
‘0 1050 4-05.5PAD |
2.5
2.54
0.42
0.38
A ) |
oy 1 gg| 5
f:oo ©e
<+~ @
i oe
&7 88 w|F
- g@ S|o
2,1 DOT SIZE
@ PIN DETAIL SCALE 20/1
Feature Mechanical Data
1.Built-in controller ST7920
2.WG19232C3 :+3.3V power supply ; Item Standard Value Unit
WG19232C5 :+5V power supply
3.1/32 duty cycle Module Dimension 116.0 x 37.0 mm
4.LED can be driver by PIN15, PIN16 Viewing Area 85.0 x 18.6 mm
5.Same size as WH2002A
Mounting Hole 108.0 x 29.0 mm
Pin No. | Symbol J{* " Description Dot Pitch 0.42 x 0.50 mm
1 VSS- [Ground Dot Size 0.38x 0.46 mm
2 VDD _|Power supply for logic
3 VO |Contrast Adjustment
4 RS |Datal Instruction select signal Electrical Characteristics
o) R/W |Read/Write select signal l Standard Value
6 E  |Enable signal tem Symbol o Unit
7 DBO |Data bus line out Vot . a5 v
N nput Voltage
8 DB1 |Data bus line Pt Yorag
9 DB2 |Databus line Recommended LCD Driving o
N Voltage for Normal Temp. -
10 DB3 |Data bus line Voo e, oS 450 v
11 DB4 |Data bus line
12 DB5 [Data bus line
13 DB6 |Data bus line
14 DB7 [Data bus line
15 A Power supply for B/L +
16 K Power supply for B/L -






