WO0320240B Graphic 320x240

3" WINSTAR

160.0+0.5
4.0 152.04£0.2
7.0 138.740.5 6.3
=119 122.0+0.2(VA)(Frame) -
= w =129 120.0=0.5(VA) 4-G3.5PTH o
i e R} a —15.315 1 115.17£0.2(AA) =
2|
|| i
T 320*240 Dots
sgsis
23323
R E l I
==2=zZ72 I I
AR | i
= I I
I I
I I
I I
I I
L'_::::::Z:Z::::::::::::::ZJ_J -
— S [ o
1
<
=
&
g »n B
z s i
= = e 37.0+1.0 —=
e = o o (=T
‘Part Area

,,,,,,,,,, 1
=
comase 20 AT 2
1.0+0.1 p1o?i;—|9o QQM
o 21.0+0.1 - SCALE 10/1
Feature Mechanical Data
1. 320x240 dots includes cursor
2. Built-in controller RA8835 Item Standard Value Unit
3. 3.3V/5V power supply - -
4. 1/240 duty cycle Module Dimension 160.0 x 109.0 mm
PinNo. | Symbol g De*ﬁon Viewing Area 120.0 x 90.0 mm
1 Vss Ground Mounting Hole 152.0 x 101.0 mm
2 Voo |Power supply for logic Dot Pitch 0.36 x 0.36 mm
3 Vo Contrast Adjustment Dot Size 0.33x0.33 mm
4 AO Data/ Insfruction select signal
5 WR Data write. Write data into LCD Controller
6 RD Data read. Read data from LCD Controller . . er
7-14 | DBO=DB7 |Data bus line Electrical Characteristics
15 CS Chip select input pins | Standard Value ;
16 RES |Controller reset signal, Active Low tem Symbol typ. Unit
17 Ve Postive Voltage Output
18 SEL1 |Interface selection 6800/8080 Input Voltage VDD 3/5 v
19 FGND |Frame ground
20 NC No connection Recommended LCD Driving
Voltage for Normal Temp. Vo-Vss 23.0 \
Version module @25°C
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