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1. SCOPE 

This specification covers the engineering requirements for the GFB248060A-FTNE liquid crystal 

module. 

 

2. PRODUCT SPECIFICATIONS 

2.1 General 

� 248 × 60 dot matrix LCD 

� FSTN , Positive mode LCD panel 

� Transmissive , Wide temperature type 

� 6 o’clock 

� Multiplexing driving : 1/64 duty, 1/9 bias 

� TAB  S6B0719x2  

� ROHS 

 

2.2 Mechanical Characteristics 

Item Characteristic 

Dot configuration 248 × 60 

Dot dimensions(mm) 0.38 × 0.34 

Dot spacing (mm) 0.03 

Module dimensions  

(Horizontal × Vertical × Thickness, mm) 
123 × 97.6 × 2.85 max. 

Viewing area  

(Horizontal × Vertical, mm) 
120.2 × 27.1 

Active area  

(Horizontal × Vertical, mm) 
94.21 × 20.37 

 

2.3 Absolute Maximum Ratings (Without LED back-light) 
(Vss = 0V) 

Parameter  Symbol  Rating  Unit  

Supply voltage range  

VDD  - 0.3 ~ + 7.0  V  

V0, VOUT  + 0.3 ~ + 17.0  V  

V1, V2, V3, V4  + 0.3 ~ V0  V  

External reference voltage  VEXT  +0.3 ~ VDD   

Input voltage range  VIN  - 0.3 ~ VDD + 0.3  V  

Operating temperature range  TOPR  - 40 ~ + 85  °Χ  

Storage temperature range  TSTR  - 55 ~ + 125  °Χ  
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NOTES: 

1. VDD, V0, VOUT, V1 to V4, VEXT and VCI are based on Vss = 0V. 

2. Voltage VOUT ≥ V0 ≥ V1 ≥ V2 ≥ V3 ≥ V4 ≥ VSS must always be satisfied. 

3. If supply voltage exceeds its absolute maximum range, this LSI may be damaged permanently. 

It is desirable to use this LSI under electrical characteristic conditions during general operation. 

Otherwise, this LSI may malfunction or reduced LSI reliability may result. 

 

2.4 Electrical Characteristics (Without LED back-light) 
          DC Characteristics                            (VSS = 0V, VDDI= 2.4 to 3.6V, Ta = -40~85°C) 

 

           DC Characteristics 

 
 

2.5 Optical Characteristics Absolute maximum ratings 

Item Symbol Rating Unit 

Operating temperature range Top -20~70 °C 

Storage temperature range Tst -40~80 °C 
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2.6  Optical Characteristics                                           
1/64 duty, 1/9bias, Vop=13.2v,Ta=25°C 

Item Symbol Conditions Min. Typ. Max Reference 

Driving voltage Vop 25 oC -- 13.2 --  

Viewing angle θ C>2.0,∅=0°
C 

30° 
-- -- Notes 1 & 2 

Contrast C θ=5°, ∅=0° 2.0 -- -- Note 3 

Response time(rise) tr θ=5°, ∅=0° -- -- TBD Note 4 

Response time(fall) tf θ=5°, ∅=0° -- -- TBD Note 4 

Note 1: Definition of angles θ and ∅ 

 
Note 2: Definition of viewing angles θ1 and θ2           Note 3: Definition of contrast C 

        
Note 4: Definition of response time 
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3. RELIABILITY 

NO. ITEM CONDITION STANDARD NOTE 

1 High Temp. Storage 80℃ 120 hrs 
Appearance 

Without defect 
 

2 Low Temp. Storage -40℃ 120 hrs 
Appearance 

Without defect 
 

3 
High Temp. & High 

Humi. Storage 

40℃ 
90% RH 

120 hrs 
Appearance 

Without defect 
 

4 
High Temp. 

Operating Display 
70℃ 120 hrs 

Appearance 

Without defect 
 

5 
Low Temp. 

Operating Display 
-20℃ 120 hrs 

Appearance 

Without defect 
 

6 Thermal Shock 

 

-20℃, 30min. → 70℃,30min. 

(1cycle) 

 

Appearance 

Without defect 
10 cycles 

 

** Dissipation current, contrast and display functions 

** Polarizing filter deterioration, other appearance defects 

** The function test shall be conducted after 4hours storage at the normal temperature and humidity after 

remove from the test chamber.  
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4. OPERATING INSTRUCTIONS 

4.1 Input signal Function 

NO. Symbol Function 

1 VSS Ground 

2 NC NC 

3 VDD Power supply for logic 

4-11 D7-D0 

8-bit bi-directional data bus that is connected to the standard 8-bit 

microprocessor data 

bus. When the serial interface selected (PS = "L"); 

DB0 to DB5: high impedance 

DB6: serial input clock (SCLK) 

DB7: serial input data (SID). 

When chip select is not active, DB0 to DB7 may be high impedance. 

12 RESETB 
Reset input pin 

When RESETB is “L”, initialization is executed. 

13 SCL serial input clock(PCB SDI_R Short) 

14 SI serial input data (PCB SCL_R Short) 

15 PS 

Parallel / Serial data input select input 

PS 
Interface 

mode 

Data / 

instruction 
Data Read / Write Serial clock 

H Parallel RS DB0 to DB7 
E_RD 

RW_WR 
- 

L Serial RS SID (DB7) Write only SCLK (DB6) 

*NOTE: When PS is “L”, DB0 to DB5 are high impedance and E_RD and RW_WR 

must be fixed to either “H” or “L”. 

16 CS1B Chip select input pins 

Data / instruction I/O is enabled only when CS1B is “L”(Master) ,CS2B is “L”(Slave). 

When chip select is non-active, DB0 to DB7 may be high impedance. 17 CS2B 

18 RS 

Register select input pin 

RS = "H": DB0 to DB7 are display data. 

RS = "L": DB0 to DB7 are control data. 

19 WR Read/Write execution control pin 

20 RD  Read/Write execution control pin 

21 PAD1 User Define 

22 PAD2 User Define 
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    Parallel / Serial Interface Mode 

PS  Type  CS1B  CS2B C68  Interface mode  

H  Parallel  CS1B  CS2B 

H(PCB_R7) 
6800-series MPU mode 

Default 8080 Mode  

L(PCB_R8)  
8080-series MPU mode 

Default 8080 Mode  

L  Serial  CS1B  CS2B -- Serial-mode  

 

4.2  Voltage Converter Circuit 
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MICROPROCESSOR INTERFACE 
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4.3  Timing Diagram  
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5. NOTES 

Safety 

� If the LCD panel breaks, be careful not to get the liquid crystal in your mouth.  If the liquid crystal 

touches your skin or clothes, wash it off immediately using soap and plenty of water.  

Handling 

� Avoid static electricity as this can damage the CMOS LSI. 

� The LCD panel is plate glass; do not hit or crush it. 

� Do not remove the panel or frame from the module. 

� The polarizing plate of the display is very fragile; handle it very carefully 

Mounting and Design 

� Mount the module by using the specified mounting part and holes. 

� To protect the module from external pressure, leave a small gap by placing transparent plates 

(e.g. acrylic or glass ) on the display surface, frame, and polarizing plate 

� Design the system so that no input signal is given unless the power-supply voltage is applied. 

� Keep the module dry.  Avoid condensation, otherwise the transparent electrodes may break. 

Storage 

� Store the module in a dark place where the temperature is 25 oC±10 oC and the humidity below 

65% RH. 

� Do not store the module near organic solvents or corrosive gases. 

� Do not crush, shake, or jolt the module (including accessories). 

Cleaning 

� Do not wipe the polarizing plate with a dry cloth, as it may scratch the surface. 

� Wipe the module gently with soft cloth soaked with a petroleum benzine. 

� Do not use ketonic solvents (ketone and acetoe) or aromatic solvents (toluene and xylene), as 

they may damage the polarizing plate. 

 

 

6. OPERATION PRECAUTIONS 

Any changes that need to be made in this specification or any problems arising from it will be dealt with 

quickly by discussion between both companies. 
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7. LCM Dimension 
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