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1. SPECIFICATIONS 
GFTO101AA1280720V is 10.1” color TFT-LCD (Thin Film Transistor Liquid Crystal Display) module 
composed of LCD panel, driver ICs ,control circuit and LED backlight. By applying 1280×720 images are 
displayed on the 10.1” diagonal screen. Display 16.7M colors by R.G.B signal input. 

 
1.1 Features 
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1.2 Absolute Maximum Ratings 
The following are maximun values which, if exceeded, may cause faulty operation or damage to the unit. 

 

 

 
(Ambient Temperature /Allowable Forward Current) Each LED ) 
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1.3 Electrical Characteristics 
TFT LCD                                                                         Ta=25℃ 
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TFT-LCD Current Consumption 

 
Power and Signal sequence 
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1.4 Optical Characteristics 
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1.5 Backlight Characteristics 
Ta=25℃ 
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2. MODULE STRUCTURE 
2.1 Interface Pin Description 
     CN1 (Input Signal)  

          Connector : FH52-60S-0.5SH (HRS) 
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CN2(BLU connector) 

 
 
 
2.2. BLOCK DIAGRAM 
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2.3. Timing Characteristics of Input Signals 

 
 

2.3.1 Timing Sequence(Timing Chart) 
    Horizontal Timing Sequence 

 
   Vertical Timing Sequence 
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2.3.2 LVDS Input Data Mapping 
6 Bit LVDS input 

 
 
8 Bit LVDS input 
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2.4 Color Data Reference 
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3. RELIABILITY TEST 
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4. LCM Drawing 
4.1 Front Side                                                            [Unit：mm] 

 
Tolerance is ±0.3mm unless noted (Unit : mm) 
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4.2 Rear Side                                                                  [Unit：mm] 

 

5. WARRANTY  
5.1 The period is within 12 months since the date of shipping out under normal using and storage 

conditions.  

5.2 The warranty will be avoided in case of defect induced by customer. 
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