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1. OVERVIEW 
This is 10.1" color (16:10) TFT-LCD (Thin Film Transistor Liquid Crystal Display) module composed of LCD panel, 
driver ICs, control circuit and backlight. By applying 8 bit digital data, 1920×RGB (3) ×1200, 16.7M-color images 
are displayed on the 10.1" diagonal screen. General specifications are summarized in the following table: 

 
The LCD Products listed on this document are not suitable for use of aerospace equipment, submarine cable, 
and nuclear reactor control system and life support systems. If customers intend to use these LCD products for 
applications listed above or those not included in the "Standard" list as follows, please contact our sales in 
advance. 
 
Standard: Computer, Office equipment, Communication equipment, Test and Measurement equipment, 
Machine tool, Industrial robot, Audio and Visual equipment, Other consumer products. 
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2. ABSOLUTE MAXIMUM RATINGS 
The following are maximum value, which if exceeded, may cause faulty operation or damage to the unit. 
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3. ELECTRICAL CHARACTERISTICS 
(A) TFT LCD 
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(B) BACK LIGHT 
(a.) ELECTRICAL CHARACTERISTICS 
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4. Connector Interface PIN & Function 
CN (Interface signal) 
Outlet connector: 20455-030E-12 (I-PEX) 
**Pin No. is 30 pin define of Plug connector 
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5. INTERFACE TIMING CHART 
5.1 Timing sequence(Timing chart) 

(1) eDP input time sequence and signal definite: 
The VESA Display Port related AC specification is compliant with the specification in the VESA Display Port 
Standard v1.2a. 
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5.2 DATA mapping 
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5.3 Timing Chart 
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6. BLOCK DIAGRAM 
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7. MECHANICAL SPECIFICATION 
(1) Front side 
   The tolerance, not show in the figure, is ±0.5 mm.                                  [Unit: mm] 
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(2) Rear side 
The tolerance, not show in the figure, is ±0.5 mm.                                         [Unit: mm] 
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8. OPTICAL CHARACTERISTICS 
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*2) Definition of Contrast Ratio 

 
*3) Definition of Luminance and Luminance uniformity 
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*4) Definition of view angle(θ，Ψ) 

 
*5) Definition of response time 

 
*6) Crosstalk Modulation Ratio 
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*7) Definition of Gamma (VESA) 
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9. RELIABILITY TEST CONDITIONS 
(1) Temperature and Humidity 

 
(2) Shock & Vibration 

 
(3) ESD 

 
(4) Judgment standard 
The judgment of the above test should be made as follow: 
Pass: Normal display image with no line defect. 
Fail: No display image, function NG, or line defects. 
 

10.WARRANTY 
1. The period is within 12 months since the date of shipping out under normal using and storage 

conditions. 
2. The warranty will be avoided in case of defect induced by customer. 
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