
 
 

TEL: +886-2-8684-1188                            PAGE 1/18                        FAX.:+886-2-8684-8532 

Quality Certified 
ISO 9001:2008 

Licence No: TA1062-QC-EC 
 

Environmentally Certified 
ISO 14001:2004 

Licence No: TA1062-QC-EC 

晶 發 科 技 股 份 有 限 公 司 
GI FAR TECHNOLOGY CO., LTD. 

No. 81, Dongfeng St, Shulin District, 23874, New Taipei City, Taiwan, R.O.C. 

 
 

SPECIFICATIONS 
 

CUSTOMER      :                             
MODEL NO.      :    GFTO101EA1024600V    
VERSION        :              A             
DATE            :         2018.01.08         
CERTIFICATION   :           ROHS           
CUSTOMER SIGN :                            

 

QA Approved By Approved By Prepared By Prepared By 

   

 

 
 

晶 發 科 技 股 份 有 限 公 司 
GI FAR TECHNOLOGY CO., LTD. 

 
新北市樹林區東豐街 81 號 

No. 81, Dongfeng St, Shulin District, 23874, New Taipei City, Taiwan, R.O.C. 
TEL: +886-2-8684-1188   FAX: +886-2-8684-8532 

 

GIFAR TECHNOLOGY

aaa
機構部門、完整姓名、日期

aaa
機構部門、完整姓名、日期

aaa
機構部門、完整姓名、日期



 
 

TEL: +886-2-8684-1188                            PAGE 2/18                        FAX.:+886-2-8684-8532 

Quality Certified 
ISO 9001:2008 

Licence No: TA1062-QC-EC 
 

Environmentally Certified 
ISO 14001:2004 

Licence No: TA1062-QC-EC 

晶 發 科 技 股 份 有 限 公 司 
GI FAR TECHNOLOGY CO., LTD. 

No. 81, Dongfeng St, Shulin District, 23874, New Taipei City, Taiwan, R.O.C. 

Revision Record 

Data(y/m/d) Ver. Description Note page 

2018.01.08 A New   

     
     
     
     

     
     
     
  

 
 
 
 
 
 
 
 

 

GIFAR TECHNOLOGY



 
 

TEL: +886-2-8684-1188                            PAGE 3/18                        FAX.:+886-2-8684-8532 

Quality Certified 
ISO 9001:2008 

Licence No: TA1062-QC-EC 
 

Environmentally Certified 
ISO 14001:2004 

Licence No: TA1062-QC-EC 

晶 發 科 技 股 份 有 限 公 司 
GI FAR TECHNOLOGY CO., LTD. 

No. 81, Dongfeng St, Shulin District, 23874, New Taipei City, Taiwan, R.O.C. 

CONTENTS 
1. SPECIFICATIONS 

1.1 Features-------------------------------------------------------------------------------------------4 

1.2 Absolute Maximum Ratings------------------------------------------------------------------5 

1.3 Electrical Characteristics----------------------------------------------------------------------6 

1.4 Optical Characteristics-------------------------------------------------------------------------8 

1.5 Backlight Characteristics---------------------------------------------------------------------10 

2. MODULE STRUCTURE----------------------------------------------------------------------------11 

2.1 Interface Pin Description---------------------------------------------------------------------11 

2.2 INPUT SIGNAL(DE ONLY MODE)---------------------------------------------------------14 

3. RELIABILITY TEST----------------------------------------------------------------------------------16 

4. LCM Drawing------------------------------------------------------------------------------------------17 

5. Warranty-------------------------------------------------------------------------------------------------18 

 

 

 

 

 

 

 

 

 

 

GIFAR TECHNOLOGY



 
 

TEL: +886-2-8684-1188                            PAGE 4/18                        FAX.:+886-2-8684-8532 

Quality Certified 
ISO 9001:2008 

Licence No: TA1062-QC-EC 
 

Environmentally Certified 
ISO 14001:2004 

Licence No: TA1062-QC-EC 

晶 發 科 技 股 份 有 限 公 司 
GI FAR TECHNOLOGY CO., LTD. 

No. 81, Dongfeng St, Shulin District, 23874, New Taipei City, Taiwan, R.O.C. 

1. SPECIFICATIONS 
GFTO101EA1024600V is 10.1” color TFT-LCD (Thin Film Transistor Liquid Crystal Display) module 
composed of LCD panel, driver ICs ,control circuit and LED backlight. By applying 1024x600 images are 
displayed on the 10.1” diagonal screen. Display 16.2M colors by R.G.B signal input. 

1.1 Features 
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1.2 Absolute Maximum Ratings 
The following are maximun values which, if exceeded, may cause faulty operation or damage to the unit. 
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1.3 Electrical Characteristics 
TFT LCD                                                                         Ta=25℃ 
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TFT-LCD Current Consumption 

 
 
Power、Signal sequence 
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1.4 Optical Characteristics 
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1.5 Backlight Characteristics 
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2. MODULE STRUCTURE 
2.1 Interface Pin Description 
     CN1 (Input Signal) 
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Note 2: if LVDS input data is 6bits, SELB must be set to High  

if LVDS input data is 8bits, SELB must be set to Low 
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DITH and SELB control function 

 
 

CN2 (LED backlight) 
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2.2. INPUT SIGNAL(DE ONLY MODE) 
   2.2.1 Timing Specification 

 
2.2.2 Timing sequence(Timing chart)  

Horizontal Timing Sequence 

 
Vertical Timing Sequence 
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LVDS Input Data mapping 
6 Bit LVDS input 

 
8 Bit LVDS input 
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3. RELIABILITY TEST 
3.1 Temperature and humidity 

 
3.2. Shock and Vibration 

 
3.3 Electrostatic Discharge 

 
3.4. Judgment standard 
The Judgment of the above test should be made as follow:  

Pass: Normal display image with no obvious non-uniformity and no line defect.Partial transformation of the module parts 

should be ignored.  

Fail: No display image, function NG, or line defects. 
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4. LCM Drawing 
4.1 Front Side                                                            [Unit：mm] 
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4.2 Rear Side                                                                  [Unit：mm] 

 
 

Remark：General tolerance ±0.3mm 

5. WARRANTY  
5.1 The period is within 12 months since the date of shipping out under normal using and storage 

conditions.  

5.2 The warranty will be avoided in case of defect induced by customer. 
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